Amendments to the Claims: 



This listing of claims will replace all prior versions and listings of claims in the application. 
Listing of Claims: 

1 . (Currently Amended) Connecting device (4) for an electrosurgical instrumenVwhieh that 
comprises at least one gas supply line (§) and one power supply line (6), comprising 
charact e riz e d by 

a housing (2)into out of which passes the a gas supply line (S) with the a power supply 
line (6) disposed within the gas supply line th e r e in,; 

a branching device (7) located in the housing (3)j by way of which the power supply line 
(6) is diverted out of the gas supply line (5) in order to form respectively a gas- 
connection end piece (9) and a power-connection end piece (8)^and a plug (4) to which 
the gas-connection end piece (9) and the power-connection end piece (8) are coupled, and 
which is fix e d fastened to the housing (3) in order to make connection with a socket in an 
appliance or with connecting leads running to th e applianc e s and 

wher e in a filter (10) is disposed within the housing (3) in the gas-connection end piece 

2. (Currently Amended) Connecting device according to Claim 1, charact e riz e d in that 
wherein the filter is exchangeable. 

3. (Currently Amended) Connecting device according to Claim 1, wherein on e of th e 
pr e c e ding claims, charact e riz e d in that the branching device (7) compris e s defines a first 
aperture (M) into which the gas supply line (S) with the power supply line (6) disposed 
therein is inserted , lik e in the manner of a plug into a socket. 

4. (Currently Amended) Connecting device according to Claim 1, wherein on e of the 
pr e c e ding claims, charact e riz e d in that the branching device (7) comprises defines a 
second aperture (43) into which the filter £H)) is inserted^like in the manner of a plug into 
a socket. 
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5. (Currently Amended) Connecting device according to Claim L wherein on e of the 
pr e c e ding claims, charact e rized in that the branching device (7) compris e s defines an 
integrated cable channel (44) to accommodate the power supply line (6). 

6. (Currently Amended) Connecting device according to Claim L adapted for connection to 
a single use on e of th e pr e c e ding claims, charact e riz e d in that th e electrosurgical 
instrument is d e sign e d for single us e, 

7. (Currently Amended) Application of a conn e cting d e vic e according to on e of the 
pr e c e ding claims, for an An APC instrument comprising at least one gas supply line and 
one power supply line in combination with a connecting device comprising a housing out 
of which passes the gas supply line with the power supply line disposed within the gas 
supply line; a branching device located in the housing by way of which the power supp ly 
line is diverted out of the gas supply line in order to form respectively a gas-connection 
end piece and a power-connection end piece; a plug to which the gas-connection end piece 
and the power-connection end piece are coupled, and which is fastened to the housing (2) 
in order to make connection with connecting leads; and a filter disposed within the 
housing in the gas-connection end piece. 

8. (Currently Amended) Application An APC instrument according to Claim 7, in the form 
of charact e riz e d in that th e APC instrument is an APC probe (3). 
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